Speaker Size 1x15”

Tweeter 1” compression driver
CAB Power Handling 400W
(AES Standard) RMS
Crossover Frequency 3.5 kHz
Frequency Responce 40Hz to 20KHz
Sensitivity dB SPL 100
Impedance 8 ohms
Reflex Rear
Dimensions 23.367150.3 cm (w); 23.54°1 9.8 o h} 19021483 cmd)
Weight 47.841bs 1 21.7 kg

The Standard 151HR 1x15" cab is celebrated forit's warm low-mid emphasis.

Many players find that 15" speakers give them a deep, classic sound that suits many
musical styles. This cabinet can be used on its own; but combining it with a Traveler 102P,
Standard 102HF or a Standard 104HR/HF makes for a powerful, killer-sounding stack!

SUGGESTED SELLING POINTS

>Power handling-to-weight ratio/ portability
The Standard 151 HR is equipped with ultra-light neodymium speakers.
This cabinet weighs only 47.84 Ibs / 21.7 kg, with 400 watts (RMS) of power handling.

> Clear and defined sound
Our Standard 1x15 offers more clarity and pitch definition than other 1x15s.
Thisis ourlargest 1x15 cabinet, so it also offers more bottom end than our other options.

> Perfect for stand-alone use or matched with another 8 ohm cab
The Standard 151 HR sound is pleasing and warm on its own, but also works great when added to
another Markbass 8 ohm cabinet, such as the Traveler 102P, Standard 102HF or Standard 104 HR/HF.

>Tweeter Level Control
There's a tweeter level attenuator conveniently located on the side of all Markbass cabinets. This allows
you to control the tweeter output as you stand in front of the cabinet, listening to the results.
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